
Anschlüsse

Computer-Schnittstelle

USB Type‑C.

Bluetooth

Bluetooth 5.1 LE

Strombedarf

Stromversorgung

Internal battery with power switch.
USB-C port for external power supply
and battery charging.

Energieverbrauch

6 W max.

DaVinci Resolve Replay
Editor

Editor panel specifically designed for multi-cam editing for news cutting and live
sports replay. Includes buttons to make camera selection and editing extremely
fast! Connects via Bluetooth or USB‑C.

545 €*

Technische Daten
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Betriebssysteme

Mac 14.3 Sonoma
oder höher

Windows 10, 64 Bit

Physische Spezifikationen

Umgebung

Betriebstemperatur

0° to 40°C (32° to 104°F)

Lagerungstemperatur

-20° to 60°C (-4° to 140°F)

Relative Luftfeuchtigkeit

0% to 90% non-condensing

Im Lieferumfang enthalten

DaVinci Resolve Replay Editor
Startermappe mit QR-Code zum Download der Software

Garantie

1 Year Limited Manufacturer's Warranty.

DaVinci Resolve Replay Editor - Technische Daten Seite 2 von 3



Für alle Elemente auf dieser Website gilt das Copyright von Blackmagic Design Pty. Ltd. 2024. Alle Rechte vorbehalten. Alle Handelsmarken sind Eigentum ihrer
jeweiligen rechtmäßigen Besitzer. Unverbindliche Preisempfehlungen inkl. MwSt. zzgl. Versand- und Zustellungskosten. Diese Website nutzt Remarketing-Dienste.
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Einstellungen ändern. Datenschutzerklärung

Zugelassene Blackmagic Design Reseller
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